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Qsferaco

VALVES, METERS & FITTINGS

REF.RSG

CONCENTRIC REDUCER GALVANISED CARBON STEEL WEDLING FITTING EN 10253-1

Concentric reducer Type 1 galvanized carbon steel welding fittings for general use and drinking water.

Designing according to EN 10253-1.
Manufacturing from seamless pipe.

Size :

Connection :

Min Temperature :
Max Temperature :
Specifications :

Materials :

DN20 (26.9) to DN400 (406.4)

BW

-20°C

+300°C

With chamfer from DN80 (88.9) to 400 (406.4)
Designing according to NF EN 10253-1

Hot dipped galvanised coating

Manufacturing from seamless pipe

Carbon steel S235
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VALVES, METERS & FITTINGS

CONCENTRIC REDUCER GALVANISED CARBON STEEL WEDLING FITTING EN 10253-1

SPECIFICATIONS :

Manufacturing from seamless pipe

With chamfer from DN8O (88.9) to 400 (406.4)
Designing according to NF EN 10253-1

Hot dipped galvanized coating

Carbon steel S235

General use
Min and max Temperature Ts : -20°C to + 300°C

SIZE (in mm):

D DNxDN1 : Weight (Kg)
T 40 x 20 48,3x 26,9 26x23 67 RSG4826 0.2
| 40 x 25 48.3x 33.7 2.6x26 55 RSG4833 0.17
| 40 x 32 48.3x 42.4 26x26 38 RSG4842 0.11
| 50 x 25 60,3 x 33,7 29x26 77 RSG6033 0.3
30° | 50 x 32 60.3x 42.4 29x26 61 RSG6042 0.25
' 50 x 40 60.3 x 48.3 29x26 50 RSG6048 0.2
| 65 x 32 76,1 x 42,4 29x26 95 RSG7642 0.6
65 x 40 76.1x 48.3 29x26 84 RSG7648 0.48
} 65 x 50 76.1 x 60.3 29x29 63 RSG7660 0.38
| 80 x 40 88.9 x 48.3 32x26 108 RSG8848 0.7
80 x 50 88.9 x 60.3 32x29 86 RSG8860 0.64
80 x 65 88.9x 76.1 3.2x29 56 RSG8876 0.43
100 x 50 114.3 x 60.3 3.6x29 143 RSG11460 1.45
100 x 65 114.3x 76.1 3.6x29 114 RSG11476 1.18
100 x 80 114.3x 88.9 3.6x3.2 90 RSG11488 1.03

T, 125 x 65 139.7 x 76.1 4x29 159 RSG13976 2

0, 125 x 80 139.7 x 88.9 4x32 135 RSG13988 1.68
125x 100 | 139.7 x 114.3 4x3.6 88 RSG139114 1.14
150 x 80 168.3 x 88.9 45x3.2 189 RSG16888 3.2
150 x 100 | 168.3x 114.3| 4.5x 3.6 141 RSG168114 2.5
150 x 125 | 168.3 x 139.7 45x 4 94 RSG168139 1.72
200x 100 |219.1x 1143| 6.3x3.6 210 RSG219114 5.8
200x 125 | 219.1x 139.7 6.3x 4 170 RSG219139 5.1
200x 150 |219.1x168.3| 6.3x4.5 130 RSG219168 3.85
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Qsferaco

VALVES, METERS & FITTINGS

REF.RSG

CONCENTRIC REDUCER GALVANISED CARBON STEEL WEDLING FITTING EN 10253-1

STANDARDS

e Manufacturer certified ISO 9001:2015

e DIRECTIVE 2014/68/UE : Products excluded from directive ( article 4, § 3)
e Designing according to NF EN 10253-1

e Materials according to EN 10020 and EN 10027-2

e Fittings tested according to EN 10126

e Galvanised coating for drinking water compatibility

ADVICE : Our opinion and our advice are not guaranteed and SFERACO shall not be liable for the consequences of damages.
The customer must check the right choice of the products with the real service conditions.
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